Data sheet | Item number: 2009-304

Busbar carrier; not suitable for use as end stop; for DIN 35 rail; 1.5 mm thick; WA E u

blue
www.wago.com/2009-304

RoHS . v BOMcheckmet Color:
Compliant
Data

Technical Data

Main product function

Mounting Accessories

Geometrical Data

Width 1,5mm/0.059 inch
Height 42,5mm/1.673inch
Depth 96 mm/3.78 inch

Material Data

Color blue
Fire load 0.157MJ
Weight 5.2g

Commercial data

Product Group

2 (Terminal Block Accessories)

Packaging type

BOX

Subject to changes. Please also observe the further product documentation!
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Country of origin CN
GTIN 4044918969956
Customs Tariff No. 85389099990
Counterpart
Downloads

Documentation

Bid Text

2009-304 Feb 19, 2019 xml Download
GAEB X81 - Datei 2.7 kB

2009-304 Apr 28,2017 doc Download
doc - Datei 23.6 kB

CAD/CAE-Data

CAD data
2D/3D Models 2009-304 URL Download
CAE data
EPLAN Data Portal 2009-304 URL Download
WSCAD Universe 2009-304 URL Download

Installation Notes

Subject to changes. Please also observe the further product documentation!
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Perforations make it possible to fit the The compact busbar carrier (1.5 mm thick),

carrier to all TOPJOB® S Installation Rail- which is placed every 200 mm, provides

Mount Terminal Blocks using a single part. additional busbar support for longer
assemblies.

Subject to changes. Please also observe the further product documentation!
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