Data sheet | Iltem number: 267-510/004-000
Male connector with connect. for ground; 7-pole

www.wago.com/267-510_004-000

innatmnic | |

268 —

RoHS v BOMcheclkme
Compliant
Data

Electrical data

Ratings per IEC/EN 60664-1

Ratings per IEC/EN 61984
Rated voltage (lll / 2) 500V

Rated impulse voltage (Il / 2) 4kV

Rated current 16 A

Legend (ratings)

(Il1/ 2) 2 Overvoltage category Il / Pollution degree 2

Approvals per UL 1059

Approvals per

UL 1059

Connection data

Number of connection types

Subject to changes. Please also observe the further product documentation!
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Material Data

Material group

Insulating material
Flammability class per UL94
Clamping spring material

Contact material

Contact plating
Fire load
Weight

Environmental Requirements

Temperature stability

Commercial data

Product Group
Packaging type
Country of origin
GTIN

Customs Tariff No.

Counterpart

Downloads
Documentation

Additional Information
Technical explanations

Installation Notes

|

Polyamide 66 (PA 66)

VO

Chrome nickel spring steel (CrNi)

Electrolytic copper (ECu)

tin-plated
0.273MJ
19.4g

105°C

8 (Misc. Chassis Mount Blocks)
bag

PL

4044918546768
85369010000

Apr3,2019

Subject to changes. Please also observe the further product documentation!
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