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 Color:

Data
Electrical data

Ratings per IEC/EN 60664-1

Legend (ratings) (III / 3) ≙ Overvoltage category III / Pollution degree 3

Material Data

Color orange

Fire load 0.246 MJ 

Weight 8.2 g 

Commercial data

http://www.wago.com/273-150
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Commercial data

Product Group 7 (Push Wire Conn.)

Packaging type BOX

Country of origin DE

GTIN 4017332575355

Customs Tariff No. 39269097900

Counterpart

Compatible products

Marking accessories

 Item no.: 210-834
Marking strips; on reel; 5 mm wide; plain; Self-adhesive; white www.wago.com/210-834

General accessories
 Item no.: 273-100

CLASSIC Junction Box Connector; for solid conductors; max. ambient operating temp. 60 °C; 1,50 
mm2; gray

www.wago.com/273-100

 Item no.: 273-101
CLASSIC Junction Box Connector; for solid conductors; Surrounding air temperature: max 60°C; 1,50 
mm2; gray

www.wago.com/273-101

 Item no.: 273-102
CLASSIC Junction Box Connector; for solid conductors; max. ambient operating temp. 60 °C; 2,50 
mm2; dark gray

www.wago.com/273-102

 Item no.: 273-104
CLASSIC Junction Box Connector; for solid conductors; max. ambient operating temp. 60 °C; 2,50 
mm2; dark gray

www.wago.com/273-104

 Item no.: 273-105
PUSH WIRE® connector for junction boxes; 5-conductor terminal block; 2,50 mm2; dark gray www.wago.com/273-105

 Item no.: 273-108
CLASSIC Junction Box Connector; for solid conductors; Surrounding air temperature: max 60°C; 1,50 
mm2; gray

www.wago.com/273-108

 Item no.: 273-112
CLASSIC Junction Box Connector; for solid conductors; max. ambient operating temp. 60 °C; 2,50 
mm2; dark gray

www.wago.com/273-112

 Item no.: 273-153
CLASSIC Junction Box Connector; for solid conductors; max. ambient operating temp. 60 °C; 1,50 
mm2; transparent

www.wago.com/273-153

 Item no.: 273-155
CLASSIC Junction Box Connector; for solid conductors; max. ambient operating temp. 60 °C; 1,50 
mm2; transparent

www.wago.com/273-155

 Item no.: 273-158
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 Item no.: 273-158
CLASSIC Junction Box Connector; for solid conductors; Surrounding air temperature: max 60°C; 1,50 
mm²; transparent

www.wago.com/273-158

 Item no.: 273-252
CLASSIC Junction Box Connector; for solid conductors; max. ambient operating temp. 60 °C; 2,50 
mm2; transparent

www.wago.com/273-252

 Item no.: 273-253
CLASSIC Junction Box Connector; for solid conductors; max. ambient operating temp. 60 °C; 2,50 
mm2; transparent

www.wago.com/273-253

 Item no.: 273-254
CLASSIC Junction Box Connector; for solid conductors; max. ambient operating temp. 60 °C; 2,50 
mm2; transparent

www.wago.com/273-254

 Item no.: 273-255
CLASSIC Junction Box Connector; for solid conductors; max. ambient operating temp. 60 °C; 2,50 
mm2; transparent

www.wago.com/273-255

Downloads
CAD/CAE-Data

CAD data

2D/3D Models 273-150 URL Download

Installation Notes
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