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Data
Electrical data

Ratings per IEC/EN 60664-1

Rated current 32 A 

Approvals Ex

Rated current (Ex e II) 26 A 

Geometrical Data

Width 6 mm / 0.236 inch

Depth 8 mm / 0.315 inch

Material Data

Color yellow-green

Fire load 0.01 MJ 

Weight 1.8 g 

Commercial data

Product Group 1 (Rail Mounted Terminal Blocks)

Packaging type BOX

Country of origin DE

GTIN 4044918253543

Customs Tariff No. 85366990990

Counterpart

Downloads
Documentation

Bid Text
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Jumpered

Commoning ground conductor terminal 
blocks with through terminal blocks is 
possible in one direction only (via rear side 
of terminal block) using adjacent jumpers. In 
addition to the required marking of these 
blocks, use yellow-green adjacent jumpers.

Bid Text

281-422
doc - Datei

Apr 28, 2017 doc
24.1 kB

Download

281-422
X81 - Datei

Feb 19, 2019 xml
2.6 kB

Download

Additional Information
Technical explanations Apr 3, 2019 pdf

2.1 MB
Download

CAD/CAE-Data

CAD data

2D/3D Models 281-422 URL Download

CAE data

WSCAD Universe 281-422 URL Download

Installation Notes
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