Data sheet | Item number: 726-906 W = u
Insulation stop; 0.25 mm?2 “s”; 0.14 - 0.25 mm?2 "f-st"; 4 x 3 pieces/strip; light

gray

www.wago.com/726-906

= I I \/ ¥

--l-
1

ROHS v BOMcheckset Color:
Compliant

Item description

Safety information 1:
Suitable for patchboard side (side 1) of 1.5mm?2 matrix patchboards (front side differs from back side).

Data
Connection data

Solid conductor 0.25 mm2/22 AWG
Fine-stranded conductor 0.14 mm2/14 AWG
Strip length 8...10mm/0.31...0.39inch

Material Data

Color light gray
Fire load 0.014MJ
Weight 0.5¢

Subject to changes. Please also observe the further product documentation!
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Commercial data

Product Group
Packaging type
Country of origin
GTIN

Customs Tariff No.

12 (Matrix Patch Board)
BOX

DE

4044918094238
39269097900

WAGOo

Counterpart

Downloads
Documentation

Bid Text

726-906 Feb 21,2019 docx Download
GAEB docx - Datei 14.3 kB

726-906 Feb 19,2019 xml Download
GAEB X81 - Datei 2.8kB

Additional Information

Technical explanations Apr 3,2019 pdf Download
2.1 MB

CAD/CAE-Data

CAE data

WSCAD Universe 726-906 URL Download

Installation Notes

Inserting a conductor

Subject to changes. Please also observe the further product documentation!
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Inserting an insulation stop into conductor Inserated insulation stop.
entry holes of matrix patchboards.

Subject to changes. Please also observe the further product documentation!
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