Data sheet | Item number: 734-308/019-000/033-000 W
1-conductor male connector; 100% protected against mismating; clamping A = n
collar; Strain relief plate; 1.5 mm?; Pin spacing 3.5 mm; 8-pole; 1,50 mm?;

light gray

www.wago.com/734-308_019-000_033-000

Derating Curve
1-conductor female connector (734-102) with
1-conductor male connector (734-302)
Pin spacing: 3.5 mm / Conductor cross-section: 1.5 mm?"f-st"
Based on: EN 60512-5-2 / Reduction factor: 0.8

Currentin A

s |
20

‘-_‘._‘_

"~

15 h-\ ~
N
5
|

0 0 20 30 40 50 60 70 80 90 100105

Ambient operating temperature in°C
EOHS ) v BOMcheckmet Color:
ompliant 2-,4- 6-,12-, 24-pole —— Conductor rated current
Subject to changes. Please also observe the further product documentation!
WAGO Kontakttechnik GmbH & Co. KG Do you have any questions about our products?

Hansastr. 27

32423 Minden

Phone: +49571 887-0 | Fax: +49571 887-169
Email: info.de@wago.com | Web: www.wago.com

We are always happy to take your call at +49 (571) 887-44222.

07.04.2020 Page 1/6


http://www.wago.com/734-308_019-000_033-000

Data sheet | Item number: 734-308/019-000/033-000
www.wago.com/734-308_019-000_033-000

— 12 103 |=—
*]f’ 355
00 o L _{
:;;ci | 5 *°°.
To-;uh"' = ! I .=
4 @t T
2’—5l- = o Lo -
gl
p— K
+ — = = ™
1 —T -
of Sgms-—p&l
o
o [a] o

L = pole no. x pin spacing + 14.8 mm

L1 = pole no. x pin spacing + 8.8 mm

L2 = pole no. x pin spacing

L3 = (pole no. -1) x pin spacing + 5.9 mm

Item description

B Universal connection for all conductor types

B Fasy cable pre-assembly and on-unit wiring via vertical and horizontal CAGE CLAMP® actuation
B For wire-to-wire and board-to-wire connections

B Strain relief plates and housings for factory and field assembly

B 100% protected against mismating

|

Coding via coding fingers

Safety information 1:
The MULTI CONNECTION SYSTEM (MCS) is designed without breaking capacity for compliance with DIN EN 61984. When used as intended, MCS

Subject to changes. Please also observe the further product documentation!
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Connectors shall not be connected/disconnected when live or under load. The circuit design should ensure header pins, which can be touched, are
not live when unmated.

Data
Approvals / Certificates

Country specific Approvals

Certificate
Logo Approval Additional Approval Text name
CCA EN 61984 2169534.02
EMA DEKRA Certification B.V.
K EUR
CCA EN 61984 nl-54190
DEKRA Certification B.V.
Ship Approvals
Certificate
Logo Approval Additional Approval Text name
RBE ABS - 19-
le" ,r'"'-%_i;.:}-, '*.l American Bureau of Shipping HG1869876-
4l &F gl
-._%}\w__ 5/ PDA
gt
e DNV GL - TAEO00016Z
& %"* Det Norske Veritas, Germanischer Lloyd
|, PNV-GL
A v-m-ul-r'?
Counterpart
L Itemno.734-108 T AYRGO.COM/ T34
"‘t,\__;::..‘: 1-conductor female plug; 100% protected against mismating; 1.5 mm?; Pin spacing 3.5 mm; 8-pole; 1,50 mm?; 108 Wago.
N g light gray
==e(f Item no.734-468 W WAG0.COm T34
, «’ THT female header; 0.9 x 0.9 mm solder pin; straight; 100% protected against mismating; Pin spacing 3.5 mm; 468 Wago.
. L

8-pole; light gray

Item no.734-538

; . /734-
THT female header; 0.9 x 0.9 mm solder pin; angled; 100% protected against mismating; Pin spacing 3.5 mm; www.wago.com

538
8-pole; light gray
Subject to changes. Please also observe the further product documentation!
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Downloads
Documentation

Additional Information
Technical explanations Apr 3,2019 pdf Download
3.6 MB

Installation Notes

Inserting a conductor

Inserting a conductor into CAGE CLAMP® Inserting a conductor via (2.5 x 0.4) mm
unit via operating tool (210-251 or 210-250).  screwdriver - CAGE CLAMP® actuation Inserting a conductor via (2.5 x 0.4) mm
parallel to conductor entry. screwdriver - CAGE CLAMP® actuation

perpendicular to conductor entry.

Inserting a conductor into CAGE CLAMP®
unit via operating lever (734-191).

Testing

Subject to changes. Please also observe the further product documentation!
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Testing via 1 mm @ test pin (735-500) -
CAGE CLAMP® connection - touch contact.

Marking

Labeling via direct marking or self-adhesive
strips.

Assembly

Strain relief housing for 734 Series Male and
Female Connectors with CAGE CLAMP®
connection.

Product family

Subject to changes. Please also observe the further product documentation!

WAGO Kontakttechnik GmbH & Co. KG Do you have any questions about our products?
Hansastr. 27 We are always happy to take your call at +49 (571) 887-44222.
32423 Minden

Phone: +49571 887-0 | Fax: +49571 887-169
Email: info.de@wago.com | Web: www.wago.com

07.04.2020 Page 5/6


http://www.wago.com/734-308_019-000_033-000

Data sheet | Item number: 734-308/019-000/033-000
www.wago.com/734-308_019-000_033-000

<i>MCS</i> MINI
Show all products from the family
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