Data sheet | ltem number: 739-102/000-006 W
PCB terminal block; 2.5 mm?; Pin spacing 5 mm; 2-pole; CAGE CLAMP®; 2,50 A = u
mm?; blue

www.wago.com/739-102_000-006

Current-Carrying Capacity Curve
Pin spacing: 5 mm / Conductor cross-section: 2.5 mm?"f-st"
Based on: EN 60512-5-2 / Reduction factor: 1
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Ambient operating temperature in °C

2-, 1 6-12- pole —— Conductor rated current
Subject to changes. Please also observe the further product documentation!
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L = (pole no. - 1) x pin spacing + 5 mm + 1.5 mm

Item description

B PCB terminal strips with screwdriver-actuated CAGE CLAM P’ connection

B vertical conductor entry and operating direction for space-saving positioning/grouping

Data
Approvals / Certificates

Country specific Approvals

Certificate

Logo Approval Additional Approval Text name

CCA EN 60947-7-4 NTR NL
CCA DEKRA Certification B.V. 7780

CSA C22.2 No. 158 1711139

s P DEKRA Certification B.V.
KEMA/KEUR EN 60947-7-4 71-
DEKRA Certification B.V. 110334
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Downloads
Documentation

Additional Information
Technical explanations 2019 Apr 3 pdf Download
2.0 MB

Installation Notes

Conductor termination
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Inserting a conductor parallel to screwdriver
actuation - 739 Series.
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