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 Color:

 

Item description

Compact and robust, the WAGO‐I/O‐IPC-P14 is designed for general control applications. The high-performance IPC can fully perform controlling, 
monitoring and visualization tasks.

The I/O-IPC features a Pentium M processor with 1.4 GHz and all standard PC interfaces (e.g., 2 x USB, RS-232, DVI‐I and 2 x ETHERNET).®

Depending on the application, WAGO I/O System's modules are connected to the I/O-IPC to suit the particular task. Two opto-isolated digital I/O 
(24VDC) are directly integrated for fast signal transmission.

With optional CANopen (CO-M) and PROFIBUS DP (PDP-M) fieldbuses in master version, the I/O-IPC may also function as a main PLC in industrial 
environments.

Using Linux® operating system and optional CODESYS PLC software, including CODESYS visualization, a stable and high-performance automation 
system featuring universal communication characteristics is available for long-term, reliable service.
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Data
Technical Data

Communication PROFIBUS
CANopen
Modbus (TCP, UDP)
Ethernet
Modbus RTU
RS-232 serial interface

Ethernet protocol FTP
NTP
SNMP

Visualization Web Visu

Operating system Linux 2.6 with RT-Preempt patch

CPU Pentium M; 1.4 GHz®

Programming languages per IEC 61131-3 Instruction List (IL)
Ladder Diagram (LD)
Function Block Diagram (FBD), Continuous Function Chart (CFC)
Structured Text (ST)
Sequential Function Chart (SFC)

Main memory (RAM) 256 MB 

Internal memory (flash) 512 MB 

Software non-volatile memory 1,024 Kbytes 

Type of memory card CompactFlash Type I/II

Number of modules per node max. 250

Number of I/O modules without bus extension max. 64

Input and output process image (Fieldbus) max. 500 Byte/500 Byte

Indicators Power supply; Watchdog; PROFIBUS DP, CANopen; Run/Stop; IDE; 
Local data bus

System supply voltage DC 24 V(-25 … +30 %); via pluggable connector (CAGE CLAMP  ®

connection)

Input current typ. at rated load (24 V) 770 mA 

Total current for system supply 1,000 mA 

Field supply voltage DC 24 V (-25 … +30 %); via power jumper contacts

Number of outgoing power jumper contacts 3

Connection data

Connection technology: communication/fieldbus PROFIBUS: 1 x D-sub 9 socket; CANopen: 1 x D-sub 9 
socket; Modbus TCP/UDP: 2 x RJ-45; Modbus RTU: 1 x D-sub 9 

plug; RS-232 serial interface: 1 x D-sub 9 plug; USB: 2 x USB 2.0 host 
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plug; RS-232 serial interface: 1 x D-sub 9 plug; USB: 2 x USB 2.0 host 
(type A); DVI: 1 x D-sub 24+5 socket; Digital input/output: 1 x D-sub 
15 socket

Connection technology: system supply 2 x CAGE CLAMP®

Connection technology: field supply 6 x CAGE CLAMP®

Connection type (1) System/field supply

Solid conductor 0,08 … 2,5 mm² / 28 … 14 AWG

Fine-stranded conductor 0,08 … 2,5 mm² / 28 … 14 AWG

Strip length 8 … 9 mm / 0.31 … 0.35 inch

Geometrical Data

Width 236 mm / 9.291 inch

Height from upper-edge of DIN-35 rail 70 mm / 2.756 inch

Depth 100 mm / 3.937 inch

Mechanical data

Weight 1584.9 g 

Color dark gray

Housing material Aluminum

Conformity marking CE

Environmental Requirements

Surrounding air (operating) temperature 0 … 55 °C

Surrounding air (storage) temperature -10 … 85 °C

Protection class IP20

Operating altitude 0 … 15000 m

Relative air humidity (no condensation) 90 % 

Type of mounting DIN-35 rail

Vibration resistance Operation: 0.5g, 10 … 500 Hz; Storage/transport: 1g, 10 … 500 Hz

Shock resistance Operation: 5g, 11 ms, 6 axes; Storage/transport: 30g, 11 ms, 6 axes

EMC immunity to interference per EN 61000-6-2

EMC emission of interference per EN 61000-6-4

Commercial data

Product Group 27 (Special components I/O)

Packaging type 0

Country of origin DE

http://www.wago.com/758-876_000-110
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Country of origin DE

GTIN 4045454825294

Customs Tariff No. 84715000000

Approvals / Certificates

Ex-Approvals

Logo Approval Additional Approval Text
Certificate 
name

ATEX
TUEV Nord Cert GmbH

EN 60079-0 TÜV 07 
ATEX 
554086 X 
en.

TUEV Nord
TUEV Nord Cert GmbH

IEC 60079-0 IECEx 
TUN 
09.0001 X

Country specific Approvals

Logo Approval Additional Approval Text
Certificate 
name

KC
National Radio Research Agency

Article 58-2, Clause 3 MSIP-
REM-W43-
IPC758

Counterpart

Compatible products

Marking accessories

 Item no.: 2009-145
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; white www.wago.com/2009-145

 Item no.: 2009-145/000-002
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; white

www.wago.com/2009-145
/000-002

 Item no.: 2009-145/000-005
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; red

www.wago.com/2009-145
/000-005

http://www.wago.com/758-876_000-110
http://www.wago.com/2009-145
http://www.wago.com/2009-145/000-002
http://www.wago.com/2009-145/000-002
http://www.wago.com/2009-145/000-005
http://www.wago.com/2009-145/000-005


Data sheet  |  Item number: 758-876/000-110
www.wago.com/758-876_000-110

This item has been discontinued and as of 30.06.2019, can no longer be delivered. !

Subject to changes. Please also observe the further product documentation!

WAGO Kontakttechnik GmbH & Co. KG 
Hansastr. 27 
32423 Minden 
Phone: +49571 887-0 | Fax: +49571 887-169 
Email: info.de@wago.com | Web: www.wago.com

Do you have any questions about our products? 
We are always happy to take your call at +49 (571) 887-44222.

05.04.2020    Page /5 8

Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; red /000-005

 Item no.: 2009-145/000-006
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; blue

www.wago.com/2009-145
/000-006

 Item no.: 2009-145/000-007
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; white

www.wago.com/2009-145
/000-007

 Item no.: 2009-145/000-012
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; 
orange

www.wago.com/2009-145
/000-012

 Item no.: 2009-145/000-023
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; 
green

www.wago.com/2009-145
/000-023

 Item no.: 2009-145/000-024
Mini-WSB Inline; for Smart Printer; 1700 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type; 
violet

www.wago.com/2009-145
/000-024

 Item no.: 248-501
Miniature WSB Quick marking system; plain; Marker width 5 mm; 10 strips with 10 markers per card www.wago.com/248-501

 Item no.: 248-501/000-002
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; yellow

www.wago.com/248-501
/000-002

 Item no.: 248-501/000-005
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; red

www.wago.com/248-501
/000-005

 Item no.: 248-501/000-006
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; blue

www.wago.com/248-501
/000-006

 Item no.: 248-501/000-007
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; gray

www.wago.com/248-501
/000-007

 Item no.: 248-501/000-012
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; orange

www.wago.com/248-501
/000-012

 Item no.: 248-501/000-017
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; light green

www.wago.com/248-501
/000-017

 Item no.: 248-501/000-023
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; green

www.wago.com/248-501
/000-023
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 Item no.: 248-501/000-024
Mini-WSB marking card; as card; not stretchable; plain; snap-on type; violet

www.wago.com/248-501
/000-024

Carrier rail

 Item no.: 210-112
Steel carrier rail; 35 x 7.5 mm; 1 mm thick; 2 m long; slotted; according to EN 60715; "Hole width 25 mm www.wago.com/210-112

 Item no.: 210-113
Steel carrier rail; 35 x 7.5 mm; 1 mm thick; 2 m long; unslotted; according to EN 60715 www.wago.com/210-113

 Item no.: 210-114
Steel carrier rail; 35 x 15 mm; 1.5 mm thick; 2 m long; unslotted; similar to EN 60715 www.wago.com/210-114

 Item no.: 210-115
Steel carrier rail; 35 x 7.5 mm; 1 mm thick; 2 m long; slotted; according to EN 60715; "Hole width 18 mm www.wago.com/210-115

 Item no.: 210-118
Steel carrier rail; 35 x 15 mm; 2.3 mm thick; 2 m long; unslotted; according to EN 60715 www.wago.com/210-118

 Item no.: 210-196
Aluminum carrier rail; 35 x 8.2 mm; 1.6 mm thick; 2 m long; unslotted; similar to EN 60715; silver-colored www.wago.com/210-196

 Item no.: 210-197
Steel carrier rail; 35 x 15 mm; 1.5 mm thick; 2 m long; slotted; similar to EN 60715 www.wago.com/210-197

 Item no.: 210-198
Copper carrier rail; 35 x 15 mm; 2.3 mm thick; 2 m long; unslotted; according to EN 60715; copper-
colored

www.wago.com/210-198

 Item no.: 210-504
Steel carrier rail; 35 x 7.5 mm; 1 mm thick; 2 m long; slotted; galvanized; according to EN 60715 www.wago.com/210-504

 Item no.: 210-505
Steel carrier rail; 35 x 7.5 mm; 1 mm thick; 2 m long; unslotted; galvanized; according to EN 60715 www.wago.com/210-505

 Item no.: 210-506
Steel carrier rail; 35 x 15 mm; 1.5 mm thick; 2 m long; unslotted; galvanized; similar to EN 60715 www.wago.com/210-506

 Item no.: 210-508
Steel carrier rail; 35 x 15 mm; 1.5 mm thick; 2 m long; slotted; galvanized; similar to EN 60715 www.wago.com/210-508

shield connection

 Item no.: 790-108
Shield clamping saddle; 11 mm wide; diameter of compatible conductor; 3 ... 8 mm www.wago.com/790-108

 Item no.: 790-116
Shield clamping saddle; 19 mm wide; diameter of compatible conductor; 7 ... 16 mm www.wago.com/790-116

 Item no.: 790-124
Shield clamping saddle; 27 mm wide; diameter of compatible conductor; 6 ... 24 mm www.wago.com/790-124

 Item no.: 790-140
Shield clamping saddle; diameter of compatible conductor www.wago.com/790-140

 Item no.: 790-208
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 Item no.: 790-208
Shield clamping saddle; 12.4 mm wide; 3 ... 8 mm

www.wago.com/790-208

 Item no.: 790-216
Shield clamping saddle; 21.8 mm wide; 6 ... 16 mm www.wago.com/790-216

 Item no.: 790-220
Shield clamping saddle; 30 mm wide; 6 ... 20 mm www.wago.com/790-220

Downloads
Documentation

Manual

WAGO-I/O-IPC-C10 E Linux 2.6

High-Performance Industrial PC with Pentium M, 1.4 GHz, CoDeSys-Visu®

V 2.4.0 pdf
8.8 MB

Download

Instruction Leaflet

WAGO-I/O-IPC 0758-087x/xxxx-xxxx pdf
806.6 kB

Download

Additional Information

Disposal; Electrical and electronic equipment, Packaging V 1.0.0 pdf
265.8 kB

Download

Libraries

Library

WAGO_Datalogger_02.lib
The FbDatalogger function block logs entries from up to 80 channels at an interval of 
min. one second in a CSV file.

2.4
Nov 13, 2017

zip
678.0 kB

Download

Engineering-Software

Configuration and Commissioning Software

WAGO-IO-PRO Demo-Version (759-912) / Serie 750, 758 und 762 2.3.9.55
Jul 3, 2015

zip
108.3 MB

Download

http://www.wago.com/758-876_000-110
http://www.wago.com/790-208
http://www.wago.com/790-216
http://www.wago.com/790-220
https://www.wago.com/de/d/6081
https://www.wago.com/de/d/5832
https://www.wago.com/de/d/15917
https://www.wago.com/de/d/7403
https://www.wago.com/de/d/1746
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Runtime Software

Firmware

Firmware: 758-876/000-110 Industrial PC, I/O-IPC-P14, Linux ® 2.6; dark gray 09
Apr 16, 2018

zip
17.2 MB

Download

CAD/CAE-Data

CAE data

EPLAN Data Portal 758-876/000-110 URL Download

WSCAD Universe 758-876/000-110 URL Download

Installation Notes

http://www.wago.com/758-876_000-110
https://www.wago.com/de/d/FW_102_758-876%252F000-110
https://www.wago.com/de/d/EPLAN_URLS_758-876%252F000-110
https://www.wago.com/de/d/WSCAD_URLS_758-876%252F000-110
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