Data sheet | Item number: 828-263 W = n
Feedthrough terminal block; lever; 16 mm?; Pin spacing 11.5 mm; 3-pole;
CAGE CLAMP®; 16,00 mm?; gray

www.wago.com/828-263

ROHS v BOMcheckset Color: M
Compliant

Item description

Feedthrough terminal strips with CAGE CLAMP’ on both sides

Easy, tool-free installation

Tool-free termination — fingers open/close levers

Several clamping units can be held open simultaneously — convenient for terminating multi-core cables

600V UL

Data
Electrical data

Ratings per IEC/EN 60664-1

Ratings per IEC/EN 60664-1

Rated voltage (lll / 3) 1000V

Rated impulse voltage (Il / 3) 8kV

Rated voltage (lll / 2) 1000V

Rated impulse voltage (Il / 2) 8kV

Rated voltage (I1/ 2) 1000V

Rated impulse voltage (Il / 2) 8kV

Rated current 41A

Legend (ratings) (Il1/ 2) 2 Overvoltage category lll / Pollution degree 2

Subject to changes. Please also observe the further product documentation!
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Approvals per UL 1059
Rated voltage UL (Use Group B) 600V
Rated current UL (Use Group B) 30A
Rated voltage UL (Use Group C) 600V
Rated current UL (Use Group C) 30A
Approvals per UL 1059
Approvals per CSA
Rated voltage CSA (Use Group B) 600V
Rated current CSA (Use Group B) 30A
Rated voltage CSA (Use Group C) 600V
Rated current CSA (Use Group C) 30A

Connection data

Connection technology CAGE CLAMP®

Actuation type Lever

Solid conductor 15..16mm2/16...6 AWG
Fine-stranded conductor 1,5...16 mm2/16...6 AWG
Fine-stranded conductor with ferrule with plastic collar 1,5... 10 mm?

Fine-stranded conductor with ferrule without plastic collar 1,5... 10 mm?

Strip length 12...13mm/0.47...0.51 inch
No. of poles 3

Total number of connection points 6
Total number of potentials 3
Number of connection types 2

Number of levels 1

Geometrical Data

Pin spacing 11,5mm/0.453 inch
Width 53,6 mm/2.11inch

Height 48,5 mm/ 1.909 inch
Depth 79,1Tmm/3.114inch

Mechanical data

Gehauseblechstarke 3...3mm/0.118...0.118inch
Mounting type Locking claw

Subject to changes. Please also observe the further product documentation!
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Type of mounting

Material Data

Feed-through mounting

Color gray

Material group |

Insulating material Polyamide 66 (PA 66)
Flammability class per UL94 VO

Clamping spring material

Chrome nickel spring steel (CrNi)

Contact material Electrolytic copper (ECU)
Contact plating tin-plated
Fire load 1.912MJ
Weight 86.9g
Environmental Requirements
Limit temperature range -60...+105°C

Commercial data

Product Group 4 (Printed Circuit)
Packaging type BOX

Country of origin CN

GTIN 4050821872924
Customs Tariff No. 85369010000

Approvals / Certificates

Country specific Approvals

Certificate
Logo Approval Additional Approval Text name
CCA EN 60947 71-
EMA DEKRA Certification B.V. 1082983
K EUR
CSA C22.2 No. 158 2059958
s P DEKRA Certification B.V.
UL-Approvals
Certificate

Subject to changes. Please also observe the further product documentation!
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Logo Approval Additional Approval Text name
UL UL 1059 20190731~

N UL International Germany GmbH E45172

Counterpart

Downloads
Documentation

Additional Information
Technical explanations Apr 3,2019 pdf Download
3.6 MB

Installation Notes

Installation

Insert terminal strip from the outside. Snap the panel thickness adapter on from Secure to panel via locking clip.
the inside.
Subject to changes. Please also observe the further product documentation!
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Mounted feedthrough terminal strip (as seen
from inside)

Subject to changes. Please also observe the further product documentation!
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