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 Color:

 

Data
Electrical data

Ratings per IEC/EN 60664-1

Rated current 30 A 

Material Data

Color orange

Fire load 0.025 MJ 

Weight 3.9 g 

Commercial data

http://www.wago.com/2007-8444
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Commoning

Commercial data

Product Group 22 (TOPJOB S)

Packaging type BOX

Country of origin DE

GTIN 4050821458425

Customs Tariff No. 85366990990

Counterpart

Downloads
Documentation

Bid Text

2007-8444
doc - Datei

Apr 28, 2017 doc
23.6 kB

Download

2007-8444
GAEB X81 - Datei

Feb 19, 2019 xml
2.6 kB

Download

Additional Information
Technical explanations Apr 3, 2019 pdf

2.1 MB
Download

CAD/CAE-Data

CAD data

2D/3D Models 2007-8444 URL Download

CAE data

WSCAD Universe 2007-8444 URL Download

Installation Notes

http://www.wago.com/2007-8444
https://www.wago.com/de/d/2256997
https://www.wago.com/de/d/2257203
https://www.wago.com/de/d/1435603
https://www.wago.com/de/d/3D_URLS_2007-8444
https://www.wago.com/de/d/WSCAD_URLS_2007-8444
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Insert insulated, touch-proof circuit jumpers 
into jumper slot.

Insert insulated, touch-proof circuit jumpers 
into jumper slot.

Preparing shorting path for the current 
transformer circuits.

Product family

TOPJOB® S

TOPJOB® S: In various industrial applications and modern building installations, WAGO's wide and versatile range of rail-
mount terminal blocks provides more than just reliable electrical connections.

Show all products from the family

http://www.wago.com/2007-8444
https://www.wago.com/de/c/rail-mount-terminal-blocks?f=%3AProduktfamilie_7725%3ATOPJOB%C2%AE+S
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