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L = (pole number x pin spacing) + 2.2 mm

A = 3.6 mm THT solder pin

A = 2.4 mm THR solder pin

Item description

Assembly of female connectors without loss of poles, allowing different functions to be divided within one male header

Coding pins inserted into the header interface prevent mismating, allowing subsequent coding in panel feedthrough applications

The female connector is fully shrouded by the male header's housing, providing vibration resistance up to 20 g

Safety information 1:

The  is designed without breaking capacity for compliance with DIN EN 61984. When used as intended, picoMAX® pluggable connection system
MCS Connectors shall not be connected/disconnected when live or under load. The circuit design should ensure header pins, which can be 
touched, are not live when unmated.

Data
Approvals / Certificates

Country specific Approvals

Logo Approval Additional Approval Text
Certificate 
name

CSA
DEKRA Certification B.V.

C22.2 2362521
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Coding

Coding a male header (via coding key carrier 
and two keys for male header, see symbol).

UL-Approvals

Logo Approval Additional Approval Text
Certificate 
name

UL
Underwriters Laboratories Inc.

UL 1977 20190909-
E45171

Counterpart

Item no.2092-1122
1-conductor female plug; 2.5 mm²; Pin spacing 5 mm; 2-pole; 2,50 mm²; light gray www.wago.com/2092-1122

Downloads
Documentation

Additional Information
Technical explanations Apr 3, 2019 pdf

3.6 MB
Download

Installation Notes

Product family

http://www.wago.com/2092-1422_200-000_997-405
http://www.wago.com/2092-1122
https://www.wago.com/de/d/1435602


Data sheet  |  Item number: 2092-1422/200-000/997-405
www.wago.com/2092-1422_200-000_997-405

Subject to changes. Please also observe the further product documentation!

WAGO Kontakttechnik GmbH & Co. KG 
Hansastr. 27 
32423 Minden 
Phone: +49571 887-0 | Fax: +49571 887-169 
Email: info.de@wago.com | Web: www.wago.com

Do you have any questions about our products? 
We are always happy to take your call at +49 (571) 887-44222.

15.04.2020    Page /4 4

Product family

picoMAX
Show all products from the family
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