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Item description

Robust, aluminum design

Plotting area (DIN A4): 220 x 305 mm

Easy-to-replace marker slots

Automatic calibration

Up to 10.5 mm high markers can be plotted.

Specialty solutions for markers up to 15 mm high are available.

Universal power supply ranging from 100 to 240 VAC

Smudge-free plotting right from the very first marker

PC interfaces: USB ports

Control language: HPGL

IP200 firmware can be updated via PC and Internet.
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Data
Technical Data

Addressable resolution 0.01 mm 

Interfaces USB Level 1.1

Power supply Separate power supply with exchangeable plug adapters

Operating voltage 100 … 240 VAC / 50 … 60 Hz

Current consumption (internal) (2) 0.7 A max. at 220 V AC

Safety approvals EN 60950-1

Plotting area 200 mm x 305 mm

Language Based on HP-GL 7475A

Data buffer 16 MB 

Speed max. 40 mm/s

Drive system Two-phase step motor

Plotter pen Special plotter pens with HP receptacle

Repeat accuracy 0.05 mm 

Repeat accuracy after pen change 0.05 mm with optimun pen

Immunity to interference EN 55022 B EN 61000-4-2 up to 6 EN 61000-4-11

Included IP 200 Plotter includes power supply, USB data cable, operating 
manual and ProServe Software

Marking device Plotter

Geometrical Data

Height 440 mm

Width 125 mm

Depth 440 mm

Material Data

Weight 8800 g 

Environmental Requirements

Surrounding air (operating) temperature 10 … 35 °C

Commercial data

Product Group 14 (Tools)

Packaging type BOX

Country of origin DE

GTIN 4045454955205
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GTIN 4045454955205

Customs Tariff No. 90171010000

Counterpart

Downloads
Documentation

Manual

Manual for Plotter IP 350 Jul 4, 2006 pdf
3.7 MB

Download

CAD/CAE-Data

Desktop Application

VarioSign 5.2
Dec 12, 2014

zip
41.0 MB

Download

Firmware and driver

Firmware
Erforderlich für den Einsatz auf Windows 7 oder höher

1.14 zip
1.0 MB

Download

IP350 Plotter-Treiber ab Firmware 1.14 (XP,VISTA,WINDOWS 7) Jan 11, 2010 zip
5.2 MB

Download

IP350 Plotter-Treiber ab Firmware 1.14 (WINDOWS 7, Windows 8, Windows 8.1) zip
5.0 MB

Download

Installation Notes
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