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Item description

Note:

SIMATIC  is a registered trademark of Siemens AG.®

Data
Electrical Data

Circuit type 3-conductor termination

Operating voltage ≤ AC/DC 125 V

Limiting continuous current 1 A

Safety and protection:

Rated voltage 125 V 

Rated impulse voltage 0.8 kV 

Pollution degree 2

Connection data

Connection type (1) System

No. of poles 48
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No. of poles 48

Pluggable connector Pluggable connector per DIN 41651; male connector

Mating direction Vertical

Connection type (2) Field/supply

No. of poles 2 100

Design 2 PCB terminal blocks, 3-deck

Connection technology 2 CAGE CLAMP®

WAGO terminal 2 WAGO 737 Series

Solid conductor (2) 0.08 … 2.5 mm² / 28 … 12 AWG

Fine-stranded conductor (2) 0.08 … 2.5 mm² / 28 … 12 AWG

Strip length (2) 5 … 6 mm / 0.2 … 0.24 inch

Note (conductor cross-section) 12 AWG: THHN, THWN

Performance level 3

Geometrical Data

Width 176 mm / 6.929 inch

Height from upper-edge of DIN-35 rail 62 mm / 2.441 inch

Depth 85 mm / 3.346 inch

Mechanical data

Type of mounting DIN-35 rail

Housing design Mounting carrier

Material Data

Weight 243.5 g 

Commercial data

Product Group 6 (Interface Electronics)

Packaging type BOX

Country of origin DE

GTIN 4017332222273

Customs Tariff No. 85369010000

Counterpart

Downloads
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Downloads
Documentation

Instruction Leaflet
pdf
1.3 MB

Download

Additional Information

Disposal; Electrical and electronic equipment, Packaging V 1.0.0 pdf
265.8 kB

Download

CAD/CAE-Data

CAE data

EPLAN Data Portal 289-686 URL Download

WSCAD Universe 289-686 URL Download

Installation Notes

http://www.wago.com/289-686
https://www.wago.com/de/d/sxxxxxxxx_xxxxxxxx_0xx
https://www.wago.com/de/d/15917
https://www.wago.com/de/d/EPLAN_URLS_289-686
https://www.wago.com/de/d/WSCAD_URLS_289-686
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