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 Color:

Data
Electrical data

Ratings per IEC/EN 60664-1

Rated voltage (II / 2) 500 V 

Rated impulse voltage (II / 2) 4 kV 

Rated current 20 A 

Legend (ratings) (III / 3) ≙ Overvoltage category III / Pollution degree 3
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Connection data

Connection type (1) Netzanschlussseite

Number of connection points (connection type) 1

Actuation type Operating tool
Push-button

Solid conductor 0.5 … 2.5 mm² / 20 … 14 AWG

Strip length 8 … 9 mm / 0.31 … 0.35 inch

No. of poles 5

Connection type (2) Leuchtenseite

Number of connection points 2

Solid conductor (2) 0.5 … 0.75 mm² / 20 … 18 AWG

Number of connection points 1

Solid conductor (3) 2.5 mm² / 12 AWG

Total number of connection points 20

Total number of potentials 5

Type of wiring Side-entry wiring

Geometrical Data

Width 32.8 mm / 1.291 inch

Height from the surface 20.2 mm / 0.795 inch

Depth 40 mm / 1.575 inch

Mechanical data

Mounting type Snap-in mounting foot

Material Data

Color white

Contact material Electrolytic copper (Ecu)

Contact plating tin-plated

Fire load 0.287 MJ 

Weight 8.9 g 

Commercial data

Packaging type Beutel

Country of origin DE

GTIN 4044918399548
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GTIN 4044918399548

Approvals / Certificates

Country specific Approvals

Logo Approval Additional Approval Text
Certificate 
name

CCA
DEKRA Certification B.V.

EN 60998 NTR NL 
7451

CCA
DEKRA Certification B.V.

EN 60998 2176190.02

CSA
DEKRA Certification B.V.

C22.2 No. 158 70048849

Ship Approvals

Logo Approval Additional Approval Text
Certificate 
name

ABS
American Bureau of Shipping

- 18-
HG1755093-
PDA

BV
Bureau Veritas S.A.

EN 60998 11914/C0 
BV

DNV GL
Det Norske Veritas, Germanischer Lloyd

- TAE000016Z

LR
Lloyds Register

IEC 61984 96/20035 
(E5)

Counterpart

Installation Notes
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Installation Notes
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