Data sheet | ltem number: 739-155/100-000 W

Press-in PCB terminal block; 2.5 mm?; Pin spacing 5.08 mm; 5-pole; CAGE A = n
CLAMP®; 2,50 mm?; orange

www.wago.com/739-155_100-000

Current-Carrying Capacity Curve
Pin spacing: 5 mm/ Conductor cross-section: 2.5 mm?“f-st"
Based on: EN 60512-5-2 / Reduction factor: 1
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5,08 1.7

L = (pole no.- 1) x pin spacing + 5mm + 1.5 mm

Item description

B pCB terminal strips with screwdriver-actuated CAGE CLAMP®
B vertical conductor entry and operating direction for space-saving positioning/grouping

B press-in technology saves costs — no additional soldering process required

Data
Electrical data

Ratings per IEC/EN 60664-1

Ratings per IEC/EN 60664-1

Rated voltage (lll / 3) 250V

Rated impulse voltage (Il / 3) 4kV

Rated voltage (lll / 2) 320V

Rated impulse voltage (Il / 2) 4kV

Rated voltage (I1/ 2) 630V

Rated impulse voltage (Il / 2) 4kV

Rated current 8A

Legend (ratings) (Il1/ 2) 2 Overvoltage category Il / Pollution degree 2
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Approvals per UL 1059

Rated voltage UL (Use Group B)
Rated current UL (Use Group B)
Rated voltage UL (Use Group D)
Rated current UL (Use Group D)

Approvals per

Connection data
Connection technology

Actuation type

Solid conductor

Fine-stranded conductor

Fine-stranded conductor with ferrule with plastic collar
Fine-stranded conductor with ferrule without plastic collar
Strip length

Conductor entry angle to the PCB

No. of poles

Total number of connection points

Total number of potentials

Number of connection types

Number of levels

Note (conductor cross-section)

Geometrical Data

Pin spacing

Width

Height

Height from the surface
Depth

Press-in pin: Length
Pressin pin: Dimensions

Pressin pin: Drilled hole diameter
Presslin pin: Plated through-hole diameter (HAL Sn)

Pressin pin: Plated through-hole diameter (Chem. Sn)

300V
8A
300V
8A

UL 1059

CAGE CLAMP’
Operating tool
0.08...25mm?2/28... 12 AWG
0.08...25mm?2/28...12 AWG

0,25...1,5 mm?

0,25...2,5 mm?
8..9mm/0.31...0.35inch
90°

5

5

5

1
1
12 AWG: THHN, THWN

5,08 mm/0.2inch
26,82 mm/ 1.056 inch
189 mm/0.744 inch
15,8 mm/0.622 inch
14,3 mm/0.563 inch
3.1mm

0,8x1,6 mm

1 ,6(-0'025 ... 10,025) mm

1 '45('0,06 ...+0,09) mm

1,451009)
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PCB contact
PCB contact Pressin
Material Data
Color orange
Material group |
Insulating material Polyamide 66 (PA 66)
Flammability class per UL94 \¢}

Clamping spring material

Chrome nickel spring steel (CrNi)

Contact material Copper alloy

Contact plating tin-plated

Weight 6.19
Environmental Requirements

Limit temperature range -40...+85°C

Commercial data

Product Group 4 (Printed Circuit)
Packaging type BOX
GTIN 4045454144517

Approvals / Certificates

Country specific Approvals

Certificate
Logo Approval Additional Approval Text name
CCA EN 60998 NTR NL
(: C A DEKRA Certification B.V. 6364/A1
CCA EN 60998 2110204.18
EMA DEKRA Certification B.V.
K EUR
CCA EN 60947-7-4 NTR NL
(: (: A DEKRA Certification B.V. 7523
CSA C22.2No. 158 1711139

Subject to changes. Please also observe the further product documentation!
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UL-Approvals

Logo

b\

DEKRA Certification B.V.

KEMA/KEUR EN 60947-7-4

DEKRA Certification B.V.

Approval Additional Approval Text

UL UL 1059
Underwriters Laboratories Inc.

Counterpart

Compatible

ferrule

products

Item no.: 216-101
Ferrule; Sleeve for 0.5 mm2/ AWG 22; uninsulated; electro-tin plated

Item no.: 216-102
Ferrule; Sleeve for 0.75 mm?2 / AWG 20; uninsulated; electro-tin plated

Item no.: 216-103
Ferrule; Sleeve for 1 mm2/ AWG 18; uninsulated; electro-tin plated

Item no.: 216-104
Ferrule; Sleeve for 1.5 mm?2 / AWG 16; uninsulated; electro-tin plated

Item no.: 216-106
Ferrule; Sleeve for 2.5 mm?2 / AWG 14; uninsulated; electro-tin plated

Item no.: 216-121
Ferrule; Sleeve for 0.5 mm?2/ AWG 22; uninsulated; electro-tin plated

Item no.: 216-122
Ferrule; Sleeve for 0.75 mm?2 / AWG 20; uninsulated; electro-tin plated

Subject to changes. Please also observe the further product documentation!

2194438:01

Certificate
name

20180629~
E45172
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Item no.: 216-123
Ferrule; Sleeve for 1 mm2/ AWG 18; uninsulated; electro-tin plated

Item no.: 216-124
Ferrule; Sleeve for 1.5 mm2/ AWG 16; uninsulated; electro-tin plated

Item no.: 216-131
Ferrule; Sleeve for 0.25 mm?2 / AWG 24; uninsulated; electro-tin plated

Item no.: 216-132
Ferrule; Sleeve for 0.34 mm?2 / AWG 24; uninsulated; electro-tin plated

Item no.: 216-141

Ferrule; Sleeve for 0.5 mm?2 /20 AWG; uninsulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 1/08.92

Item no.: 216-142

Ferrule; Sleeve for 0.75 mm?/ 18 AWG; uninsulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 1/08.92

ltem no.: 216-143

Ferrule; Sleeve for 1 mm?2/ AWG 18; uninsulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 1/08.92

Item no.: 216-144

Ferrule; Sleeve for 1.5 mm?2/ AWG 16; uninsulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 1/08.92

Item no.: 216-151
Ferrule; Sleeve for 0.25 mm?2 / AWG 24; uninsulated; electro-tin plated

Item no.: 216-152
Ferrule; Sleeve for 0.34 mm? / AWG 24; uninsulated; electro-tin plated

Item no.: 216-201
Ferrule; Sleeve for 0.5 mm?2/ 20 AWG; insulated; electro-tin plated; white

Item no.: 216-202
Ferrule; Sleeve for 0.75 mm?2 / 18 AWG; insulated; electro-tin plated; gray

Item no.: 216-203
Ferrule; Sleeve for 1 mm2/ AWG 18; insulated; electro-tin plated; red

Item no.: 216-204
Ferrule; Sleeve for 1.5 mm?2/ AWG 16; insulated; electro-tin plated; black

Item no.: 216-221
Ferrule; Sleeve for 0.5 mm?2/ 20 AWG; insulated; electro-tin plated; white

Item no.: 216-222
Ferrule; Sleeve for 0.75 mm?2/ 18 AWG; insulated; electro-tin plated; gray

Item no.: 216-223
Ferrule; Sleeve for 1 mm2/ AWG 18; insulated; electro-tin plated; red

Item no.: 216-224
Ferrule; Sleeve for 1.5 mm?2/ AWG 16; insulated; electro-tin plated; black

Subject to changes. Please also observe the further product documentation!
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Item no.: 216-241
Ferrule; Sleeve for 0.5 mm?2 /20 AWG; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-241
crimped; acc. to DIN 46228, Part 4/09.90; white
Item no.: 216-242
Ferrule; Sleeve for 0.75 mm?2 / 18 AWG; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-242
crimped; acc. to DIN 46228, Part 4/09.90; gray
Item no.: 216-243
A Ferrule; Sleeve for 1 mm?2/ AWG 18; insulated; electro-tin plated; electrolytic copper; gastight crimped; www.wago.com/216-243
acc. to DIN 46228, Part 4/09.90; red
Item no.: 216-244
M Ferrule; Sleeve for 1.5 mm?2/ AWG 16; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-244
crimped; acc. to DIN 46228, Part 4/09.90; black
Item no.: 216-262
Ferrule; Sleeve for 0.75 mm?2/ 18 AWG; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-262
crimped; acc. to DIN 46228, Part 4/09.90; gray
Item no.: 216-263
i Ferrule; Sleeve for 1 mm?2/ AWG 18; insulated; electro-tin plated; electrolytic copper; gastight crimped; www.wago.com/216-263
acc. to DIN 46228, Part 4/09.90; red
. Item no.: 216-264
M Ferrule; Sleeve for 1.5 mm?2/ AWG 16; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-264

crimped; acc. to DIN 46228, Part 4/09.90; black

Item no.: 216-284

Ferrule; Sleeve for 1.5 mm?2 / AWG 16; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-284
crimped; acc. to DIN 46228, Part 4/09.90; black

Item no.: 216-301

. . /216-301
Ferrule; Sleeve for 0.25 mm? / AWG 24; insulated; electro-tin plated; yellow wiww.wago.com

It .1216-302
h emno www.wago.com/216-302

Ferrule; Sleeve for 0.34 mm?2 /22 AWG; insulated; electro-tin plated; green

Item no.: 216-321

; . /216-321
Ferrule; Sleeve for 0.25 mm?2 / AWG 24; insulated; electro-tin plated; yellow www.wago.com

h Item no.: 216-322 www.wago.com/216-322
Ferrule; Sleeve for 0.34 mm? /22 AWG; insulated; electro-tin plated; green Wago.
tools
Item no.: 210-657
. . /210-657
/ Operating tool; Blade: 3.5 x 0.5 mm; with a partially insulated shaft; short www.wago.com
Item no.: 210-658
.wago.com/210-658
/ Operating tool; Blade: 3.5 x 0.5 mm; with a partially insulated shaft; angled; short www.wag
Item no.: 210-720
. . /210-720
/ Operating tool; Blade: 3.5 x 0.5 mm; with a partially insulated shaft www.wago.com

Marking accessories

Subject to changes. Please also observe the further product documentation!
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Iltem no.: 210-332/508-202

WAGD

www.wago.com/210-332

Marking strips; as a DIN A4 sheet; MARKED:; 1-16 (160x); Height of marker strip: 3 mm:; Strip length 182 /508-202

mm; Horizontal marking; Self-adhesive; white

Item no.: 210-332/508-204
Marking strips; as a DIN A4 sheet; MARKED; 17-32 (160x); Height of marker strip: 3 mm:; Strip length
182 mm; Horizontal marking; Self-adhesive; white

Item no.: 210-332/508-205
Marking strips; as a DIN A4 sheet; MARKED; 1-32 (80x); Height of marker strip: 3 mm; Strip length 182
mm; Horizontal marking; Self-adhesive; white

Item no.: 210-332/508-206
Marking strips; as a DIN A4 sheet; MARKED:; 33-48 (160x); Height of marker strip: 3 mm:; Strip length
182 mm; Horizontal marking; Self-adhesive; white

Downloads
Documentation

Additional Information
Technical explanations

CAD/CAE-Data

CAD data

2D/3D Models 739-155/100-000

Installation Notes

Unique features of WAGO press-in
technology:

Subject to changes. Please also observe the further product documentation!

www.wago.com/210-332
/508-204

www.wago.com/210-332
/508-205

www.wago.com/210-332
/508-206

pdf Download
3.6 MB
URL Download
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Press-in pin features spring-loaded
style expanding contact zone to
provide greater retention and
stability

Suitable for all printed circuit boards
with the correct tin plating for press-
in connectors

Metal-plated hole with optimum
diameter

1.0 or 1.45 mm (HAL Sn)

1.0 or 1.45mm (chemical Sn)

Press-in pin for PCB thickness
from 1.4 mmto 3 mm

Press-in length of approx. 3.2 mm

no unnecessary projection on
underside of PCB

Low press-in force required

reduces wear and tear on PCB and
components

Robust bonded connection

Excellent elastic spring behavior
between the contact points

No deformation of the metal-plated
end hole

Length of contactarea = 1.3 mm

No deformation of multilayer PCBs

Subject to changes. Please also observe the further product documentation!
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B Minimal tin removal in the contact
hole

B reduces wear and tear on PCB and
contact points

Subject to changes. Please also observe the further product documentation!
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