Data sheet | Item number: 756-3203/190-250
Connecting cable; 19-pole; Length: 25 m
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19-polig

Data
Technical Data

Connection type

No. of poles

Leitungsanschlussrichtung zur Steckrichtung
Cable length

Operating voltage

Operating current

Operating current

Rated surge voltage

Mechanical data

Bending cycles
Schleppkettentauglichkeit
Cable diameter

Weight

Plnb 12, 19: 1,00 mm?;
Pin1-5, 7. 11,13-19; 0,34 mm?2

1 violett 11 schwarz

2 rot 12 griin-gelb
3 grauv 13 gelb-braun
4  rotblau 14 brayn-grin
5 grijn 15 wei

6 blau 16 gelb

7 grau-fosa 17 rosc:

8 weif3-grin 18 grau-braun
? weil3gelb 19 braun

10 weif3-grau

M23 socket - free end
19

0°

25m

<300V

8A

10 A (1 mm?)
22.0kVrms

2 Mio.

yes

11,3...11,9 mm
35009
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Environmental Requirements

Umgebungstemperatur (Betrieb) bewegt
Umgebungstemperatur (Betrieb) ruhend

Protection class

Commercial data

Packaging type
Country of origin
GTIN

Customs Tariff No.

Counterpart

Downloads
Documentation

System Description

Sensor/Actuator Boxes — General Product Information

Installation Notes

WAGOo

-25...+80°C
-40...+80°C
P67

BOX

DE
4045454192914
85444290900

pdf Download
537.3 kB
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