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Item description

Signal distribution box, 8 ports

Sensor/Actuator Box (fully encapsulated/conformal coating)
4‑pole (1 signal per contact)
Green LED operating indicator
Yellow LED status indicator
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Green LED operating indicator
Yellow LED status indicator
incl. markers (10 pcs)
incl. M12 protective caps (2 pcs)

Signal lines protected by a corrugated pipe

16-pole heavy-duty industrial connector (full encapsulation)

Complete IP67 protection

Data
Technical Data

Supply voltage DC 10 … 30 V; Rated voltage: 32 V ~ rms

Current carrying capacity of the signal connections 2 A 

Current carrying capacity of the supply connections 9 A 

Signal characteristic PNP

Connection data

Connection technology: In-/Outputs 8 x M12 socket; 4-pole; incl. ground

Connection technology: trunk cable 1 x Fixed connecting cable

Material Data

bending radius 10 x cable diameter (min.) for flexible application

Materialeigenschaften der Anschlüsse Contact: CuSn, nickel base-coat plating and 0.8 μm gold-plated; 
Threaded bush: die-cast Zn, nickel-plated; Seal: Viton; 50 mating 
cycles

Cable grip Alkali-resistant PVDF/TPE materials

Environmental Requirements

Surrounding air (operating) temperature -25 … 80 °C

Umgebungstemperatur (Betrieb) bewegt -5 … +80 °C

Umgebungstemperatur (Betrieb) ruhend -40 … +80 °C

Degree of pollution (5) 3 per VDE 0110

Commercial data

Product Group 23 (I/O passive and accessories)

Packaging type BOX

Country of origin DE

GTIN 4050821290766

Customs Tariff No. 85366990990
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Counterpart

Downloads
Documentation

Additional Information

Disposal; Electrical and electronic equipment, Packaging V 1.0.0 pdf
265.8 kB

Download

CAD/CAE-Data

CAE data

WSCAD Universe 757-701 URL Download

Installation Notes

http://www.wago.com/757-701
https://www.wago.com/de/d/15917
https://www.wago.com/de/d/WSCAD_URLS_757-701
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