
Data sheet  |  Item number: 761-510
TO-PASS® modem; GPRS modem, RS-232
www.wago.com/761-510

This item has been discontinued and as of 12.02.2014, can no longer be delivered. !

Subject to changes. Please also observe the further product documentation!

WAGO Kontakttechnik GmbH & Co. KG 
Hansastr. 27 
32423 Minden 
Phone: +49571 887-0 | Fax: +49571 887-169 
Email: info.de@wago.com | Web: www.wago.com

Do you have any questions about our products? 
We are always happy to take your call at +49 (571) 887-44222.

08.04.2020    Page /1 3

 

Item description

Talk to us about the successor to this item.

The TO-PASS  Modem replaces a conventional AT‐controlled switched-line or dedicated-line modem. Applications can communicate with a control ®

center or with one another bi-directionally via GPRS. A TSC-capable remote station is required for communication and establishing connections.

http://www.wago.com/761-510
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A serial RS-232 interface enables easy integration of the GPRS modem into existing technical infrastructures. The GPRS modem uses TCP/IP 
networks for communication, independent of the operating system used by the application. Incoming and outgoing GSM/CSD data calls are 
supported.

Data
Technical Data

Eingangsstrom bei spezifischer Eingangsspannung 500 mA at 12 V

Eingangsstrom bei spezifischer Eingangsspannung (2) 200 mA bei 24 V

Baud rate -

Power supply 12 … 30 VDC (24 VDC nominal)

Geometrical Data

Width 22,5 mm / 0.886 inch

Height from upper-edge of DIN-35 rail 99 mm / 3.898 inch

Depth 114,5 mm / 4.508 inch

Mechanical data

Mounting type DIN-35 rail

Material Data

Housing material PC

Weight 150 g 

Conformity marking CE; R&TTE (GSM)

Environmental Requirements

Surrounding air (operating) temperature -20 … 55 °C

Protection class IP40

Relative air humidity (no condensation) 95 % 

Commercial data

Product Group 27 (Special components I/O)

Packaging type BOX

GTIN 4045454827120

Counterpart

http://www.wago.com/761-510
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Downloads
Documentation

Manual

System description, telecontrol modules S, M, Compact V 1.0.1 pdf
1.0 MB

Download

GPRS modem, RS-232 V 1.0.2 pdf
898.3 kB

Download

Additional Information

Disposal; Electrical and electronic equipment, Packaging V 1.0.0 pdf
265.8 kB

Download

Engineering-Software

Configuration and Commissioning Software

(759-930) TO-PASS Konfigurationssoftware / Serie 761 2.19
Jan 29, 2016

zip
2.6 MB

Download

CAD/CAE-Data

CAE data

WSCAD Universe 761-510 URL Download

Installation Notes

http://www.wago.com/761-510
https://www.wago.com/de/d/5
https://www.wago.com/de/d/414
https://www.wago.com/de/d/15917
https://www.wago.com/de/d/3085
https://www.wago.com/de/d/WSCAD_URLS_761-510
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