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 i Picture differs from the item.

 

X Attention: Product details may be subject to change

Item description
Das Gateway dient zum Anschluss von Modulen der Serie 750/753 an einen I/O Knoten des WAGO I/O Systems Advanced. Durch das Gateway wird 
das umfangreiche Portfolio an I/O-Modulen der Serie 750/753 in das WAGO I/O System Advanced integriert.

Das Modul versorgt über Leistungskontakte die Feldseite der nachfolgenden I/O-Module.
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Das Modul versorgt über Leistungskontakte die Feldseite der nachfolgenden I/O-Module.
Die Systemversorgung des Gateways und die Systemversorgung nachfolgender I/O-Module der Serie 750/753 erfolgt über die Datenkontakte des 
WAGO I/O Systems Advanced.
Der maximale Summenstrom für Systemversorgung (5 V), der für nachfolgende Module zur Verfügung steht, beträgt 700 mA. Bei der Konfiguration 
des Systems ist darauf zu achten, dass dieser Summenstrom nicht überschritten wird; sollte das der Fall sein, so ist eine weitere Systemeinspeisung 
(z. B. 750-613) zu setzen.

Data
Technical data

Number of modules per node (max.) 32

Input and output (internal) process image (max.) 256 Byte/256 Byte

Total current (system supply) 700 mA 

Supply voltage (field) 24 VDC, SELV (-25 … +30 %)

Isolation (field/system) min. 500 VDC (1 min); per EN/UL 61010-2-201

Number of outgoing power jumper contacts 3

Current carrying capacity (power jumper contacts) 10 A 

Current carrying capacity (power jumper contacts) note requires external fusing of the field supply

Connection data

Connection technology: field supply 6 x CAGE CLAMP®

Connection type (1) Field supply

Solid conductor 0.08 … 2.5 mm² / 28 … 14 AWG

Fine-stranded conductor 0.08 … 2.5 mm² / 28 … 14 AWG

Strip length 8 … 9 mm / 0.31 … 0.35 inch

Note (conductor cross-section) Insulated ferrule: 1.5 mm² (max.)

Physical data

Width 12 mm / 0.472 inch

Height 105 mm / 4.134 inch

Depth from upper edge of DIN-rail 65 mm / 2.559 inch

Mechanical data

Mounting type DIN-35 rail

Material data

Fire load 0.316 MJ 

Weight 48.3 g 

Conformity marking CE
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Conformity marking CE

Environmental requirements

Surrounding air temperature (operation) -25 … 60 °C (horizontal, typical control cabinet installation; −25 … 
+50 °C, other mounting positions)

Surrounding air temperature (storage) -40 … 85 °C

Protection type IP20

Pollution degree (5) 2

Operating altitude without temperature derating: 0 … 2000 m; with temperature 
derating: 2000 … 3000 m (0.5 K/100 m)

Mounting position horizontal, typical for control cabinets (nominal mounting position); 
horizontal (floor mounting position); standing (vertical at bottom)

EMC immunity to interference per EN 61000-6-1, -2

EMC emission of interference per EN 61000-6-3, -4

Commercial data

Packaging type BOX

Country of origin DE

GTIN 4055143986083

Customs tariff number 8471410150

Installation Notes

Product family

I/O System Advanced
Show all products from the family
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