Data sheet | Item number: 765-1706/200-000 NEW

16-channel digital input/output; IO Link Class B Server Hub; 16 Configurable

DIO; DC 24 V /2.0 A; 8xM12 connection; HubLine
www.wago.com/765-1706_200-0000

RoHS v BOMchecksmet
Compliant

Data
Technical Data
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10 Link Class B Server
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Connection technology: communication/fieldbus

1 x A-coded M12; 5-pole

Geratefunktionen

Parameter Input filter
Output current
Temperature
Diagnostics Undervoltage; Overcurrent; Overload; Overtemperature

Digitalein-/-ausgange

Number of digital inputs

16

Number of digital outputs

16

Connection technology: inputs / outputs

8 x A-coded M12; 5-pole

Subject to changes. Please also observe the further product documentation!
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Input characteristic High-side switching
Input filter 0.2...20ms

Input characteristic Type 3, per IEC 61131-2
Output current (per channel) 2A

Versorgung Modul

Connection technology: supply 1 x A-coded M12; 5-pole; via |O-Link port (1L/2L)
Supply voltage DC24V(18...31.2V); 1L/2L

Power consumption (max.) 4000 mA

Power consumption (note) 1L: 0.2 A; 2L: 0.1 A; + load current

Reverse voltage protection Yes

Geometrical Data

Width 60 mm/2.362inch
Height 30mm/1.181inch
Depth 158.5 mm/6.24 inch

Mechanical Data

Weight 1709
Conformity marking CE

Environmental Requirements

Surrounding air temperature (operation) -25...70°C

Surrounding air temperature (storage) -40...80°C

Protection type IP67

Protection class Ill per EN 61140, IEC 61140, VDE 0140-1

Pollution degree (5) 3 (EN 60664-1)

Overvoltage category Il (EN 60664-1)

Shock resistance Short-term: 50g/11 ms/half-sine per IEC 60068-2-27; Long-term:
30g/6 ms/half-sine per IEC 60068-2-29

EMC immunity to interference per EN 61000-6-2

EMC emission of interference per EN 61000-6-4

Commercial data

PU (SPU) 1 Stlick
Packaging type BOX

Subject to changes. Please also observe the further product documentation!
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Country of origin
GTIN

Customs tariff number

Counterpart

Downloads
Documentation

Manual

16-Kanal-Digitalein-/-ausgang; 10 Link Class B Hub
DC 24V /2,0 A; 8xM12-Anschluss; HubLine

System Description

WAGO I/0 System Field; General Product Information

Runtime Software

Firmware

10-Field 765-17xx Firmware Download

Installation Notes

WAGD

DE
4055143949873
85371098990

VvV 1.0.0 pdf

Sep 8, 2020 6.2 MB
pdf
708.2 kB

01 zip
340.6 kB

Subject to changes. Please also observe the further product documentation!
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Download
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