Data sheet | Item number: 771-9994/207-402
pre-assembled connecting cable; Eca; Plug/open-ended; 4-pole; Cod. A;
HO5VV-F 4G 2.5 mm?; 4m; 2,50 mm2; white

www.wago.com/771-9994 207-402
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Item description

B protected against mismating and maintenance-free

B Additional variable coding is possible

Note:

Cables with different fire load are available in the eShop

Note on mismating protection:

All WINSTA® components are 100% protected against mismating in terms of:

a.) plugging different number of poles

b.) plugging when turned by 180°

c.) plugging when laterally staggered

d.) plugging one pole

Safety information 1:

Application note for the U.S. market (USR): Some versions may also be used for current interruption in accordance with the UL certificate in select
applications with currents below 16 A and voltages up to 600 V. For further information, please contact your local sales office.

Data
Electrical data

Ratings per IEC/EN 60664-1

Rated voltage (lll / 3) 400V

Subject to changes. Please also observe the further product documentation!
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Rated impulse voltage (Il / 3) 6kV
Rated current 20A
Legend (ratings) (Il / 3) 2 Overvoltage category Il / Pollution degree 3

Approvals per UL 1977

Rated voltage per UL 1977 (factory wiring only) 600V
Rated current per UL 1977 (factory wiring only) 23A

Approvals / Certificates

Country specific Approvals

Certificate
Logo Approval Additional Approval Text name
CCA EN 61535 NTR NL-
(: C A DEKRA Certification B.V. 7355
KEMA/KEUR EN 61535 2179129.01

EMA DEKRA Certification B.V.
K EUR

Counterpart

Compatible products

Marking accessories

Item no.: 210-334

; . /210-334
Marking strips; as a DIN A4 sheet; Strip width 5 mm; Strip length 182 mm; plain; Self-adhesive; white www.wago.com

Item no.: 770-450

Marker card; Plastic; white www.wago.com/770-450

' Item no.: 770-450/000-001 www.wago.com/770-450
Marker card; Plastic; white /000-001
Item no.: 770-450/000-002 www.wago.com/770-450
Marker card; Plastic; white /000-002

Subject to changes. Please also observe the further product documentation!
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http://www.wago.com/770-450/000-001
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Item no.: 770-450/000-005 www.wago.com/770-450
Marker card; Plastic; white /000-005

Marker card; Plastic; white /000-006

Item no.: 770-450/000-012 www.wago.com/770-450
Marker card; Plastic; white /000-012

@ Item no.: 770-450/000-006 www.wago.com/770-450

Locking lever

Item no.: 770-101

. . /770-101
Locking lever; for flying leads; for manual operation; black www.wago.com

0 ltem no.: 770-111

www.wago.com/770-111
Locking lever; for flying leads; for tool operation; black 9

Item no.: 770-121

www.wago.com/770-121
Locking lever; for flying leads; for manual operation; white 9

Item no.: 770-131

www.wago.com/770-131
Locking lever; for flying leads; for tool operation; white &

protection

Y Item no.: 770-360 /770-360
'@3 Lockout cap; for plugs; 5-pole; separable; yellow rEseeem
Downloads

CAD/CAE-Data

CAE data

WSCAD Universe 771-9994/207-402 URL Download

Installation Notes

Subject to changes. Please also observe the further product documentation!
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http://www.wago.com/770-450/000-012
http://www.wago.com/770-101
http://www.wago.com/770-111
http://www.wago.com/770-121
http://www.wago.com/770-131
http://www.wago.com/770-360
https://www.wago.com/de/d/WSCAD_URLS_771-9994%252F207-402
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