Data sheet | Item number: 773-331

Mounting carrier; for Ex applications; 773 Series - 2.5 mm?2/ 6 mm?; for DIN-

35 rail mounting/screw mounting; light gray

www.wago.com/773-331
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ROHS v BOMchecknet Color:
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Geometrical Data

Width

18 mm/0.709 inch

Height from upper-edge of DIN-35 rail

26 mm/ 1.024 inch

Depth

61 mm/2.402inch

Material Data

Color light gray

Fire load 0.262MJ

Weight 879
Commercial data

Product Group 7 (Push Wire Conn.)

Packaging type BOX

Country of origin DE

GTIN 4044918526517

Customs Tariff No. 39269097900

Subject to changes. Please also observe the further product documentation!

WAGO Kontakttechnik GmbH & Co. KG
Hansastr. 27

32423 Minden

Phone: +49571 887-0 | Fax: +49571 887-169
Email: info.de@wago.com | Web: www.wago.com

Do you have any questions about our products?
We are always happy to take your call at +49 (571) 887-44222.
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Approvals / Certificates

Ex-Approvals

Certificate
Logo Approval Additional Approval Text name
ATEX EN 60079 DEMKO
UL International Demko A/S 03 ATEX
131845U
(112 G Ex
ellC Gb)

Counterpart

Compatible products

General accessories

Item no.: 773-492
PUSH WIRE® connector for junction boxes; for solid and stranded conductors; for Ex applications; max.

He www.wago.com/773-492
- 2.5 mm?; 2-conductor; light gray housing; light gray cover; Surrounding air temperature: max 60°C; 2,50 9
mm?
Item no.: 773-493
e PUSH WIRE® connector for junction boxes; for solid and stranded conductors; for Ex applications; max.
ee® . S L www.wago.com/773-493
2.5 mm?; 3-conductor; light gray housing; light gray cover; Surrounding air temperature: max 60°C; 6,00
mm?
Item no.: 773-494
= PUSH WIRE® connector for junction boxes; for solid and stranded conductors; for Ex applications; max.
L . o o www.wago.com/773-494
2.5 mm?; 4-conductor; light gray housing; light gray cover; Surrounding air temperature: max 60°C; 2,50
mm?
Item no.: 773-496
- PUSH WIRE® connector for junction boxes; for solid and stranded conductors; for Ex applications; max.
Ngee . L o www.wago.com/773-496
2.5 mm?; 6-conductor; light gray housing; light gray cover; Surrounding air temperature: max 60°C; 2,50
mm?
ltem no.: 773-498
= PUSH WIRE® connector for junction boxes; for solid and stranded conductors; for Ex applications; max.
T www.wago.com/773-498

2.5 mm?2; 8-conductor; light gray housing; light gray cover; Surrounding air temperature: max 60°C; 2,50
mm?

Marking accessories

Item no.: 210-834

. . /210-834
Marking strips; on reel; 5 mm wide; plain; Self-adhesive; white www.wago.com

Subject to changes. Please also observe the further product documentation!
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Downloads
Documentation

Bid Text

773-331 Feb 19, 2019 xml Download
GAEB X81 - Datei 2.6 kB

773-331 May 17,2017 doc Download
doc - Datei 24.1 kB

Additional Information
Technical explanations Apr 3,2019 pdf Download
2.1MB

CAD/CAE-Data

CAD data
2D/3D Models 773-331 URL Download
CAE data
EPLAN Data Portal 773-331 URL Download
WSCAD Universe 773-331 URL Download

Installation Notes
Assembly

Subject to changes. Please also observe the further product documentation!
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Snap the mounting carrier onto the DIN-rail. Use the cover as an end plate. Remove the mounting carrier from the DIN-
rail.

Insert the connectors into the carrier.

Application

Wiring example in an Ex junction box Wiring example in an Ex junction box

Subject to changes. Please also observe the further product documentation!
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