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Load limit curve
 

Data
Technical Data

Control circuit

Nominal input voltage UN DC 24 V

Load circuit:

Number of changeover/switchover contacts 2

Contact material (relay) AgNi

Limiting continuous current 8 A

Max. make current (resistive) (AC) 12 A

Max. switching voltage AC 250 V

Max. switching power (resistive) AC 2000 VA; DC see load limit curve

Switching capacity AC-15: 1.5 A / AC 240 V; DC-13: 1 A / DC 24 V

Recommended minimum load 12 V / 10 mA

Pull-in time (typ.) 15 ms 

Drop-out time (typ.) 8 ms 

Bounce time (typ) 7 ms 

Electrical life (N.O.; resistive load; 23 °C)
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Electrical life (N.O.; resistive load; 23 °C)

10 x 10 switching operations3 

Mechanical life 5 x 10  switching operations6

Max. switching load with load/without load 6 min  / 300 min-1 -1

Signaling

Status indication Mechanical

Safety and protection:

Dielectric strength, control/load circuit (AC, 1 min) 5 kVrms

Dielectric strength open contact (AC, 1 min) 1 kVrms

Dielectric strength, load/load circuit (AC, 1 min) 2.5 kVrms

Protection class IP20

Commercial data

Packaging type BOX

Counterpart

Downloads
Documentation

Additional Information

Disposal; Electrical and electronic equipment, Packaging V 1.0.0 pdf
265.8 kB

Download

Installation Notes
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