Data sheet | Item number: 826-161 w = u
Feedthrough terminal block; 4 mm?2; Pin spacing 7 mm; 1-pole; CAGE
CLAMP®; 4,00 mm?; gray
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Cut-out dimensions: H = 20.1%0.1 mm; L = (pole no. x 7 mm) +

ROHS v BOMchecknet Color:
Compliant

1.670.1 mm

Item description

Feedthrough terminal blocks with screwdriver-actuated CAGE CLAMP® on both sides
Easy, tool-free installation

Direct ground contact with enclosure/panel

Test ports available on both sides

Data
Electrical data

Ratings per IEC/EN 60664-1

Ratings per IEC/EN 60664-1

Ratings note Suitable for neutral-grounded, three-phase, 4-wire systems rated at
400V (line-to-line) per IEC/EN 60664-1.

Rated voltage (lll / 3) 320V

Rated impulse voltage (Il / 3) 4kV

Subject to changes. Please also observe the further product documentation!
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Rated voltage (Ill / 2)

Rated impulse voltage (Il / 2)
Rated voltage (I1/ 2)

Rated impulse voltage (Il / 2)
Rated current

Legend (ratings)

Approvals per UL 1059

Rated voltage UL (Use Group B)
Rated current UL (Use Group B)
Rated voltage UL (Use Group C)
Rated current UL (Use Group C)
Rated voltage UL (Use Group D)
Rated current UL (Use Group D)

Approvals per

Approvals per CSA

Rated voltage CSA (Use Group B)
Rated current CSA (Use Group B)
Rated voltage CSA (Use Group C)
Rated current CSA (Use Group C)
Rated voltage CSA (Use Group D)
Rated current CSA (Use Group D)

Connection data
Connection technology

Actuation type
Solid conductor

Fine-stranded conductor

Fine-stranded conductor with ferrule with plastic collar

Fine-stranded conductor with ferrule without plastic collar

Strip length

No. of poles

Total number of connection points
Total number of potentials

Number of connection types

320V
4kV
630V
4kV
32A

(Il / 2) 2 Overvoltage category Il / Pollution degree 2

300V
20A
150V
20A
300V
10A

UL 1059

300V
20A
150V
20A
300V
10A

CAGE CLAMP’
Operating tool

0.08...
0.08...
0.25...
0.25...

4mmz2/28...12 AWG
4mm2/28...12 AWG
2.5 mm?2

2.5 mm?2

9...10mm/0.35...0.39 inch

1
2
1
2

Subject to changes. Please also observe the further product documentation!
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Number of levels

Geometrical Data

Pin spacing 7 mm/0.276 inch
Width 8.6 mm/0.339 inch
Height 23.55mm/0.927 inch
Depth 425 mm/1.673inch

Mechanical data

Mounting type

Type of mounting

Material Data

Locking claw

Feed-through mounting

Color gray

Material group |

Insulating material Polyamide 66 (PA 66)
Flammability class per UL94 VO

Clamping spring material

Contact material

Chrome nickel spring steel (CrNi)

Electrolytic copper (E, )

Contact plating tin-plated

Fire load 0.123MJ

Weight 6.29g
Environmental Requirements

Limit temperature range -60...+105°C

Commercial data

Product Group 4 (Printed Circuit)
Packaging type BOX

Country of origin DE

GTIN 4044918532457
Customs Tariff No. 85369010000

Approvals / Certificates

Country specific Approvals

Certificate

Subject to changes. Please also observe the further product documentation!
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Logo Approval
CCA
EMA DEKRA Certification B.V.
K EUR
CCA

Cc A DEKRA Certification B.V.

Ship Approvals

Logo Approval
hgj i ABS
|." o fr"’—". 4 American Bureau of Shipping
jl
%é-w
A
RIS BV
@ Bureau Veritas S.A.
by
[TEniTaT]
- DNV GL
£ ﬁa”* Det Norske Veritas, Germanischer Lloyd
I, OMVIGL
A 'vmu-uur'f
LR
Lloyds Register
UL-Approvals
Logo Approval
UL

‘ UL International Germany GmbH
s

Counterpart

Additional Approval Text

Additional Approval Text
EN 60947

EN 60947

IEC 61984

Additional Approval Text
UL 1059

Subject to changes. Please also observe the further product documentation!

name
2160584.32

NTR NL-
7136

Certificate
name

20-
HG1941090-
PDA

07436/E0 BV
TAE00001V2

96/20035
(E5)

Certificate
name

20190731~
E45172
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Compatible products

ferrule

-

Item no.: 216-106
Ferrule; Sleeve for 2.5 mm?2 / AWG 14; uninsulated; electro-tin plated

Item no.: 216-121
Ferrule; Sleeve for 0.5 mm?2/ AWG 22; uninsulated; electro-tin plated

Item no.: 216-122
Ferrule; Sleeve for 0.75 mm?2 / AWG 20; uninsulated; electro-tin plated

Item no.: 216-123
Ferrule; Sleeve for 1 mm?2/ AWG 18; uninsulated; electro-tin plated

Item no.: 216-124
Ferrule; Sleeve for 1.5 mm?2 / AWG 16; uninsulated; electro-tin plated

Item no.: 216-131
Ferrule; Sleeve for 0.25 mm? / AWG 24; uninsulated; electro-tin plated

Item no.: 216-132
Ferrule; Sleeve for 0.34 mm?2 / AWG 24; uninsulated; electro-tin plated

Item no.: 216-141

Ferrule; Sleeve for 0.5 mm?2/ 20 AWG; uninsulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 1/08.92

ltem no.: 216-142

Ferrule; Sleeve for 0.75 mm?2 / 18 AWG,; uninsulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 1/08.92

Item no.: 216-143

Ferrule; Sleeve for 1 mm?2/ AWG 18; uninsulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 1/08.92

Item no.: 216-144

Ferrule; Sleeve for 1.5 mm?2/ AWG 16; uninsulated; electro-tin plated; electrolytic copper; gastight
crimped; acc. to DIN 46228, Part 1/08.92

Item no.: 216-151
Ferrule; Sleeve for 0.25 mm?2 / AWG 24; uninsulated; electro-tin plated

Item no.: 216-152
Ferrule; Sleeve for 0.34 mm2/ AWG 24; uninsulated; electro-tin plated

Item no.: 216-221
Ferrule; Sleeve for 0.5 mm?2/ 20 AWG; insulated; electro-tin plated; white

Item no.: 216-222

Subject to changes. Please also observe the further product documentation!
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'I Ferrule; Sleeve for 0.75 mm?2 / 18 AWG; insulated; electro-tin plated; gray www.wago.com/216-222
I
[ Item no.: 216-223

. . /216-223
A Ferrule; Sleeve for 1 mm2/ AWG 18; insulated; electro-tin plated; red www.ago.com

Item no.: 216-224

.wago.com/216-224

ﬂ Ferrule; Sleeve for 1.5 mm?2 / AWG 16; insulated; electro-tin plated; black www.wag

Item no.: 216-241

Ferrule; Sleeve for 0.5 mm?2/ 20 AWG,; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-241

crimped; acc. to DIN 46228, Part 4/09.90; white

Item no.: 216-242

Ferrule; Sleeve for 0.75 mm?2 / 18 AWG; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-242

crimped; acc. to DIN 46228, Part 4/09.90; gray

Item no.: 216-243

A Ferrule; Sleeve for 1 mm?2/ AWG 18; insulated; electro-tin plated; electrolytic copper; gastight crimped; www.wago.com/216-243

acc. to DIN 46228, Part 4/09.90; red

Item no.: 216-244

M Ferrule; Sleeve for 1.5 mm?/ AWG 16; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-244
crimped; acc. to DIN 46228, Part 4/09.90; black

o Item no.: 216-246

‘ Ferrule; Sleeve for 2.5 mm?2 / AWG 14; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-246

crimped; acc. to DIN 46228, Part 4/09.90; blue

Item no.: 216-262

Ferrule; Sleeve for 0.75 mm?2 / 18 AWG; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-262

crimped; acc. to DIN 46228, Part 4/09.90; gray

Item no.: 216-263

A Ferrule; Sleeve for 1 mm?2/ AWG 18; insulated; electro-tin plated; electrolytic copper; gastight crimped; www.wago.com/216-263
acc. to DIN 46228, Part 4/09.90; red
Item no.: 216-264

M Ferrule; Sleeve for 1.5 mm?2/ AWG 16; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-264
crimped; acc. to DIN 46228, Part 4/09.90; black

o Item no.: 216-266

‘ Ferrule; Sleeve for 2.5 mm?2 / AWG 14; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-266

crimped; acc. to DIN 46228, Part 4/09.90; blue
Item no.: 216-284
Ferrule; Sleeve for 1.5 mm?2 / AWG 16; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-284
crimped; acc. to DIN 46228, Part 4/09.90; black

- Item no.: 216-286

‘ Ferrule; Sleeve for 2.5 mm?2/ AWG 14; insulated; electro-tin plated; electrolytic copper; gastight www.wago.com/216-286
crimped; acc. to DIN 46228, Part 4/09.90; blue

Item no.: 216-321

www.wago.com/216-321
Ferrule; Sleeve for 0.25 mm?2 / AWG 24; insulated; electro-tin plated; yellow 9

It . 216-322
h em no.: 216-3 www.wago.com/216-322

Ferrule; Sleeve for 0.34 mm?2 / 22 AWG; insulated; electro-tin plated; green

check

Subject to changes. Please also observe the further product documentation!
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Item no.: 210-136 www.wago.com/210-136
Test plug; 2 mm @; with 500 mm cable; red

Item no.: 210-137

. . /210-137
Ve Test plug; 2.3 mm @; with 500 mm cable; yellow www.ago.com
tools
Item no.: 210-657
. . /210-657
/ Operating tool; Blade: 3.5 x 0.5 mm; with a partially insulated shaft; short www.wago.com

/ Item no.: 210-720 www.wago.com/210-720
Operating tool; Blade: 3.5 x 0.5 mm; with a partially insulated shaft Wago.

Marking accessories

Item no.: 210-332/700-102
Marking strips; as a DIN A4 sheet; MARKED; 12-1 (160x); Height of marker strip: 3 mm:; Strip length 182
mm; Horizontal marking; Self-adhesive; white

www.wago.com/210-332
/700-102

Item no.: 210-332/700-103

.wago.com/210-332
Marking strips; as a DIN A4 sheet; MARKED; 1-12 (160x); Height of marker strip: 3 mm; Strip length 182 www.wag

mm; Horizontal marking; Self-adhesive; white /700-103
Downloads
Documentation
Additional Information
Technical explanations Apr 3,2019 pdf Download
3.6 MB
CAD/CAE-Data
CAD data
2D/3D Models 826-161 URL Download
CAE data
EPLAN Data Portal 826-161 URL Download
Installation Notes
Inserting a conductor
Subject to changes. Please also observe the further product documentation!
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Inserting a conductor via screwdriver.

Assembly

Insert the terminal strip into the cutout until Secure the terminal strip to the inner side of ~ Push retaining clips until stop and press

the stop hits the enclosure wall. the cutout via retaining clips. together in the direction of the terminal strip
center.

Testing

Testing with 2 mm or 2.3 mm @ test plug.

Marking

Subject to changes. Please also observe the further product documentation!
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Labeling via Mini-WSB makers - directly on Self-adhesive marking strips adhere directly
the terminal blocks. on the retaining clips.

Application

Automatic, double contact of the ground
contact to the enclosure wall

Subject to changes. Please also observe the further product documentation!
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