Data sheet | Item number: 855-9150/2000-1251
Rogowski coil; Primary rated current 4000 A; Output signal 22.5 mV per kA;
Cable length: 1.5 m; Feedthrough for measurement conductor 125 mm

www.wago.com/855-9150_2000-1251

RoHS ] v BOMchecknet
Compliant
Data

Technical Data

Intput - current transformer

Primary rated current 4000 A (in combination with WAGO products)
Rated short-time thermal current Ith 300 kA at 50 Hz

Rated frequency 50...60 Hz

Mutual inductance M 72.14nH

Subject to changes. Please also observe the further product documentation!

WAGO Kontakttechnik GmbH & Co. KG Do you have any questions about our products?

Hansastr. 27 We are always happy to take your call at +49 (571) 887-44222.
32423 Minden

Phone: +49571 887-0 | Fax: +49571 887-169

Email: info.de@wago.com | Web: www.wago.com

14.04.2020 Page 1/4


http://www.wago.com/855-9150_2000-1251

Data sheet | Item number: 855-9150/2000-1251
www.wago.com/855-9150_2000-1251

Output - Analog
Sensitivity
Max. output signal
Signal processing

Max. operating frequency

Measurement error

Accuracy class

Positioning error

Safety and protection:
Rated insulation voltage

Voltage for isolation test
Impulse withstand voltage (1.2/50 ps)

Protection class

Connection data

Feedthrough for measurement conductor

Geometrical Data

Cable length

Mechanical data

Type of mounting

Material Data

Weight

Environmental Requirements

Surrounding air (operating) temperature
Surrounding air (storage) temperature

Relative humidity

22.5 mV/KkA at 50 Hz
30V

373 kHz

0.5
+0,75 %

1000 VAC__ _(Cat.lll); 600 VAC__ _(Cat. V)
rms rms

AC 7,4 KkV; 50 Hz; 1 min
12.8kV
IP57

@125 mm

1.5m

Split-core current transformer (suspended)

1309
-40...80°C
-40...80°C

< 90% (without condensation)

Subject to changes. Please also observe the further product documentation!
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Max. operating altitude 2000 m

Standards and specifications

Conformity marking CE

Standards/specifications EN 61010-1; EN 61010-2-32; EN 61869-1; EN 61869-2; EN 61869-6;
EN 61869-10; UL 61010-1

Commercial data

Packaging type bag

Country of origin CH

GTIN 4055143419208
Customs Tariff No. 90303370000

Approvals / Certificates

UL-Approvals

Certificate
Logo Approval Additional Approval Text name
UL UL 61010-2-032 E499682

Underwriters Laboratories Inc.
¢ us

Counterpart

Compatible products

General accessories

Item no.: 2857-570/024-000

.wago.com/2857-570
S 3-Phase Power Measurement Module; 3x400/690 V/RC; Modbus RTU; Digital output; Configuration via \//év;\;v_\évog
software; Supply voltage: 24 VDC

Item no.: 857-552
Current signal conditioner; Input for Rogowski coils; Current and voltage output signal; Digital output; ~ www.wago.com/857-552
Configuration via software; Supply voltage: 24 VDC; 6 mm module width; 2,50 mm?2

Downloads
Documentation

Bid Text
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855-9150/2000-1251
GAEB X81 - Datei

855-9150/2000-1251
GAEB docx - Datei

Instruction Leaflet

Rogowski-Spulen RC70/RC125/RC175

Additional Information

Disposal; Electrical and electronic equipment, Packaging

Installation Notes

Subject to changes. Please also observe the further product documentation!
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