Data sheet | Iltem number: 890-310 w E n
Mounting carrier; 2- to 5-pole; for flying leads; black

www.wago.com/890-310

ROHS v BOMchecknmet Color: [l
Compliant
Data

Mechanical data

Suitable for 2- to 5-pole for flying leads

Material Data

Color black

Insulating material Polyamide 66 (PA 66)
Flammability class per UL94 VO

Fire load 0.149MJ

Weight 59

Environmental Requirements

Processing temperature -5...+40°C

Subject to changes. Please also observe the further product documentation!
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Continuous operating temperature -35...+85°C

Note on Continuous Service Temperature Insulating parts for temperatures < 105 °C

Commercial data

Product Group 20 (WINSTA)
Packaging type bag
Country of origin DE
GTIN 4050821255093
Customs Tariff No. 39269097900
Counterpart
Downloads

Documentation

Bid Text

890-310 Feb 19,2019 xml Download
GAEB X81 - Datei 2.7 kB

890-310 Nov 20, 2014 doc Download
doc - Datei 22.0kB

CAD/CAE-Data

CAD data
2D/3D Models 890-310 URL Download
CAE data
WSCAD Universe 890-310 URL Download

Installation Notes

Product family

<i>WINSTA</i>® MINI
Show all products from the family

Subject to changes. Please also observe the further product documentation!
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