Data sheet | Item number: 891-8982/105-202
pre-assembled connecting cable; Eca; Socket/open-ended; 2-pole; Cod. |;
HO5VV-F 2 x 1.0 mm?; 2 m; 1,00 mm2; blue
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Item description

B protected against mismating and maintenance-free

B Compact design with 4.4 mm pole spacing

Note:

Cables with different fire load are available in the eShop

Note on mismating protection:

All WINSTA® components are 100% protected against mismating in terms of:

a.) plugging different number of poles

b.) plugging when turned by 180°

c.) plugging when laterally staggered

d.) plugging one pole

Safety information 1:

Application note for the U.S. market (USR): Some versions may also be used for current interruption in accordance with the UL certificate in select
applications with currents below 5 A and voltages up to 600 V. For further information, please contact your local sales office.

Data

Counterpart

Subject to changes. Please also observe the further product documentation!

WAGO Kontakttechnik GmbH & Co. KG Do you have any questions about our products?

Hansastr. 27 We are always happy to take your call at +49 (571) 887-44222.
32423 Minden

Phone: +49571 887-0 | Fax: +49571 887-169

Email: info.de@wago.com | Web: www.wago.com

14.04.2020 Page 1/2


http://www.wago.com/891-8982_105-202

Data sheet | Item number: 891-8982/105-202
www.wago.com/891-8982_105-202

Installation Notes

Subject to changes. Please also observe the further product documentation!
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